BILL VALIDATOR

UBAPra2

UNIVERSAL BILL ACCEPTOR

HIGH SPEED PROCESSING RUNS FASTER AND STABLE

@ UBA Pro™-BNF is the fastest note acceptor in @ Processing speed remains the same and does
its category, processing notes every 1.3 sec not slow down till the XL Cash Box (2,500-note
(w/o Safe Interface) and every 1.5 sec (w/ Safe capacity) becomes full
Interface)

SAFE INTERFACE ONE GLOBAL HARDWARE

@ Safe Interface module allows bill validator @ No need to specify different hardware depending
head to be mounted in a lower cost, lightweight on the shipping destinations

enclosure, while Cash Box can be installed inside
standard secure safe

HIGH-PERFORMANCE BANKNOTE VALIDATOR WITH BULK NOTE FEEDER

The newly designed Bulk-Note Feeder unit processes reliably a bundle of 30 notes into the XL Cash Box.
Combining the proven reliability of the UBA® Pro platform, UBA Pro™-BNF will become the perfect cash
component for any applications, particularly for smart safes and payment kiosk.




GENERAL SPECIFICATION

UBADPrn2

UNIVERSAL BILL ACCEPTOR

ACCEPTANCE RATE
* 98% or more

PROCESSING SPEED*

» UBA Pro2-BNF with XL Cassette: approx. 1.3 sec /
note

* UBA Pro2-BNF with XL Cassette and Safe Interface:
approx. 1.5 sec / note

« UBA Pro2-BNF-LD: approx. 1.2 sec / note

*Under the following operational conditions:

(1) Power Supply DC24.0V+1%
(2) Temperatur 23 + 3°C

(3) Humiditry 40% ~ 65% RH
(4) Banknote uUsD

Depending on the installation environment and the
number of operation cycles, the product may not be
able to fulfill the original specifications

BANKNOTE SIZE
* Length: 120 — 165mm; Width: 62 — 77mm

BANKNOTE INSERTION DIRECTION
* 4 ways

DIMENSIONS & WEIGHT
« UBA Pro2 BNF-XL
¢ Outline Dimensions:
W124.0 x H5271 x D426.7 (mm)
* Weight: Approx. 8.8kg

* UBA Pro2 BNF-SI
* Outline Dimensions:
W136.0mm x H620.3mm x D471.8mm (mm)
* Weight: Approx. 11.4kg

*« UBA Pro2 BNF-LD
* Outline Dimensions:
W144.0mm x H139.2mm x D414.3mm (mm)
» Weight: Approx. 31kg

« UBA Pro2 SNF-XL
¢ Outline Dimensions:
W124.0mm x H5171 x D293.7 (mm)
* Approx. 8.0kg

CASH BOX TYPE
« XL Box with RFID

CASH BOX CAPACITY
¢ 2.500 Notes

BARCODE ACCEPTANCE
* Not supported

INTERFACE
* USB (USB Specification Rev. 2.0 Compliance)
* Photo-Coupler Isolation, RS232C

POWER CONSUMPTION
* 24VDC +/+ 5%

UBA Pro Head (Standard Part)

BNF (Standard Part)

Pilot Pin Plate

(Unique part for Spacer x4

Bulk-Note Feeder

(Sponge x3)

Bezel Bracket B
(with Sponge)
(Unique part for
door-mount bezel)

Bezel Assy
(Standard Part)

door-mount bezel) (Unique part for door-
mount bezel)

OPTIONAL DOOR-MOUNT BEZEL
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Find out more at

of their respective owners. JCM Global reserves the right to change product specifications without notice. www.jcmglobal.de E


https://jcmglobal.de/de/
https://www.facebook.com/JCMglobal/
https://www.youtube.com/jcmglobal
https://www.linkedin.com/company/jcm-global/
https://twitter.com/jcmglobal



